
S O U T H D A K O T A D A N R  
R B C A S I T E C O N C E P T U A L M O D E L S H E E T 

 
 

SITE NAME 

SITE LOCATION 

 
DATE COMPLETED 

COMPLETED BY 

 
DANR SPILL # 

 
Step 1 – Baseline Exposure: Fill in Box (    ) to identify applicable sources, transport mechanisms, and receptors. 
Step 2 – Remedial Measures: Fill in shut-off valves ( ) to indicate removal / remedial action, containment measure, or institutional controls to be used to “shut off” exposure pathway. 

 

PRIMARY SOURCES SECONDARY SOURCES TRANSPORT MECHANISMS EXPOSURE PATHWAY POTENTIAL RECEPTORS 
 
 
     Storage 

Tanks 
 
 
     Piping/ 

Pump Island 
 
 
     Handling 

 
 
     Transportation 

Accident 
 
 
     Vandalism 

 
 
     Transformer 

 
 
     Sump Waste 

 
 
     Drums 

 
 
     Other 

 
 
 
 
 
 
     Affected 

Surface Soil 
(< 3.2 ft depth) 

 
 
 
 
 
 
 
     Affected 

Subsurface Soil 
(> 3.2 ft depth) 

 
 
 
 
 

     Dissolved 
Ground Water 

Plume 

 
  Surface Water 

Run off 
(see surface soil 

lookup table) 
 
 
 
 
 
 
 
 
 
 
 

  Volatilization 
and Enclosed 

Space 
Accumulation 

 
 
 
 
 
 
 

  Leaching and 
Ground water 

Transport 

 
 

□ Surface Water 
Recreational Use/ 
Sensitive Habitat 

 
 
 
 
 
 

□ Soil 
Inhalation, Ingestion, or 

Dermal Contact 
(see surface soil lookup 

table) 
 
 
 

□ Utilities 
Soil in contact 

Impact to Water line 
(see lookup table for water 

lines) 
 
 
 
 

□ Air 
Inhalation of Vapor 

(see indoor air lookup 
table) 

□ Air 
Vapors in underground 

utilities 
 
 
 
 
 
 
 

□ Ground Water 
Potable Water Use 

(see Mcl) 

 
 
 

On-Site    Residential   Commercial       Construction worker 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

On-Site    Residential   Commercial 
 

Off-Site    Residential   Commercial 

 
     Free 

Phase Product 

 
  Mobile Free 

Product 

□ Utilities 
Ground Water in contact 

Impact to Water Line 
(see lookup table for water 

lines) 


	Tanks
	Pump Island
	Transportation Accident
	Transportation Accident

