Examples of Bus Disposal Pictures
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MANUFACTURED BY &
AMIERICAN TRANSPORTATION CORPORATION

DATE OF MANUFACTURE 05 MO. 01 YR.
GVWR 16034 KGS ( 35350 LBS)
5
GAWR FRONT 5601 KGS ( 12350 LBS ) WITH
295/75R22 G TIRES 14 PLY AT
758  KPa ( 110 Psl)coLD

RIMS 22.5X9.00 AXLE SINGLE

GAWR REAR 10,432KGS ( 23000 LBS) WITH

11R225H TIRES 14 PLY AT .
758  KPa ( 110 PSI)coLD
RIMS 225X8.25 AXLE DUAL

THIS VEHICLE CONFORMS TO ALL
APPLICABLE FEDERAL MOTOR
VEHICLE SAFETY STANDARDS IN
EFFECT ON THE DATE OF
MANUFACTURE SHOWN ABOVE.

VEHICLE IDENTIFICATION NO.

1HVBGAARO1A917002 ¥
VEHICLE TYPE
SCHOOL BUS BODY# 917002
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Photo #3: Engine tag with engine serial
number and EPA engine family name
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Photo #4: Chassis rail cut in half

Chassis.jpeg
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Photo #5: Engine block prior to hole being drilled
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Photo #6: Engine block after hole has been drilled

Engineblockafter.jpeg
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Photo #1: Side profile of bus being scrapped

Sideprofile.jpeg
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Photo #2: VIN of the bus being scrapped
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758  KPa ( 110 Psl)coLD

RIMS 22.5X9.00 AXLE SINGLE

GAWR REAR 10,432KGS ( 23000 LBS) WITH

11R225H TIRES 14 PLY AT .
758  KPa ( 110 PSI)coLD
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APPLICABLE FEDERAL MOTOR
VEHICLE SAFETY STANDARDS IN
EFFECT ON THE DATE OF
MANUFACTURE SHOWN ABOVE.
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